
STRAIGHT ADAPTORS

  G-M
MALE JIC X METRIC STRAIGHT
JIC MALE X METRIC MALE

  Part Number JIC Male
Thread (A)

Metric Male
Thread (B)

L1 (mm) L2 (mm) O/A - mm Hex A/F - CH1
(mm)

PN (bar)

G-M-0710 7/16-20 M10-1 8 14 23 14 350

G-M-0712 7/16-20 M12-1.5 14 11 31 17 350

G-M-0912 9/16-18 M12-1.5 12 14 21 17 350

G-M-0914 9/16-18 M14-1.5 10 14 22 19 350

G-M-0916 9/16-18 M16-1.5 11 14 24 22 350

G-M-0918 9/16-18 M18-1.5 12 15 23 22 350

G-M-0920 9/16-18 M20-1.5 14.2 12.6 34.5 27 350

G-M-0922 9/16-18 M22-1.5 14 17 24 27 350

G-M-1212 3/4-16 M12-1.5 16.7 11 38 22 310

G-M-1214 3/4-16 M14-1.5 16.7 11 38 22 310

G-M-1216 3/4-16 M16-1.5 16.7 11.5 36 22 310

G-M-1218 3/4-16 M18-1.5 13 17 27 24 310

G-M-1220 3/4-16 M20-1.5 14.2 12.6 34.5 27 310

G-M-1222 3/4-16 M22-1.5 14 17 24 27 310

G-M-1416 7/8-14 M16-1.5 19.3 11.5 41 24 240

G-M-1418 7/8-14 M18-1.5 19.3 12.5 40 24 240

G-M-1420 7/8-14 M20-1.5 19.3 12.6 42 27 240

G-M-1422 7/8-14 M22-1.5 14 19 31 27 240

G-M-1426 1.1/16-12 M26-1.5 19.3 16 45 32 240

G-M-1718 1.1/16-12 M18-1.5 21.9 12.5 45 30 240

G-M-1720 1.1/16-12 M20-1.5 21.9 12.6 46.5 30 240

G-M-1722 1.1/16-12 M22-1.5 21.9 13 47.5 30 240

G-M-1726 1.1/16-12 M26-1.5 21.9 16 50 32 240

G-M-1727 1.1/16-12 M27-2 21.9 16 49 32 240

G-M-1733 1.1/16-12 M33-2 21.9 16 50 41 240

G-M-2126 1.5/16-12 M26-1.5 23.1 16 50 36 210

Please contact Hydraulink for further details and availability. Hydraulink reserve the right to change technical specifications without notice.
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G-M-2127 1.5/16-12 M27-2 23.1 16 52.5 36 210

G-M-2133 1.5/16-12 M33-2 23.1 16 52 41 210

G-M-2633 1.5/8-12 M33-2 24.2 16 58 47 170

G-M-2642 1.5/8-12 M42-2 24.2 16 58 50 170

G-M-2648 1.5/8-12 M48-2 24.2 17.5 59.5 57 170

G-M-3048 1.7/8-12 M48-2 27.5 17.5 63 55 140
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